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The SC200 has a real -time 
frame rate of 30fps allowing 
users to capture gain cor-
rected, in-situ events live  

The Model 830 SC200 CCD camera is 
�D���Q�H�Z���P�H�P�E�H�U���W�R���W�K�H���2�5�,�8�6�Œ���I�D�P�L�O�\��
of high performance CCD cameras.  It 
is a 2k x 2k CCD (4M pixels) camera 
designed to deliver extraordinary reso-
lution and TV readout speed for imag-
ing applications in both life and  
materials science. The combination of 
�+�&�5�Œ�����K�L�J�K-contrast resolution)  
optical technology, and advanced CCD 
readout electronics  has given the 
SC200 camera the best price-
performance value. 
   
This  bottom mount camera can also 
provide a high resolution view of the 
sample making it ideal for use in  
materials science imaging applications 
and  life science applications such as 
small particles, cryo, low dose and  
viruses. 
 
The SC200 can output high quality 
(gain normalized) LIVE images that 
are corrected for cosmetic defects or 
shading.  
The exceptional anti-blooming  
performance also makes the SC200 an 
ideal camera for recording electron 
diffraction patterns. 
 

Gatan was the first company to offer 
commercially viable cooled CCD 
cameras for electron microscopy   

�*�D�W�D�Q�·�V���F�D�P�H�U�D�V���R�I�I�H�U���W�K�H���X�O�W�L�P�D�W�H��
performance in image quality  

Our full line of CCD cameras is de-
signed and optimized for a wide 
range of TEM applications  

�*�D�W�D�Q�·�V���S�U�R�G�X�F�W�V���D�U�H���I�X�O�O�\���F�R�P�S�D�W�L�E�O�H��
with all brands of electron micro-
scopes 

No matter what your needs are, Ga-
tan has the right digital imaging solu-
tion for your applications. . . .  
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4 Megapixel CCD sensor (2048x 2048)4 Megapixel CCD sensor (2048x 2048)4 Megapixel CCD sensor (2048x 2048)    

141414---bit dynamic rangebit dynamic rangebit dynamic range    

TemperatureTemperatureTemperature ---regulated Peltier coolingregulated Peltier coolingregulated Peltier cooling    

IEEE 1394b Firewire interfaceIEEE 1394b Firewire interfaceIEEE 1394b Firewire interface    

InInIn---situ situ situ Observation and optional Digital Observation and optional Digital Observation and optional Digital 
Video Streaming is standardVideo Streaming is standardVideo Streaming is standard    
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High performance digital TV CCD cameraHigh performance digital TV CCD cameraHigh performance digital TV CCD camera    

LowLowLow---dose surveyingdose surveyingdose surveying    

Fastest readout speed (30fps), full CCDFastest readout speed (30fps), full CCDFastest readout speed (30fps), full CCD    

Best priceBest priceBest price ---performance valueperformance valueperformance value    

HREM Imaging capabilitiesHREM Imaging capabilitiesHREM Imaging capabilities    
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Top: Si [110] lattice image recorded with ORIUS SC200 at 300,000x.  400kV. 
 
Bottom: Individual time -lapsed frames and FFT image from an in-situ movie (30fps) showing an Au 
nanoparticle on Si substrate.  The movie was recorded using the ORIUS SC200 on a 400kV TEM  
Images courtesy of Prof. David Smith and Karl Weiss, Center for Solid State Science (CSSS), Arizona 
State University . 

www.gatan.com/
imaging 


